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DEPARTMENT OF TRANSPORTATION :
Joint Size |"C" at 50°F |"D" at 50°F Steel reinforced elastomeric anchor blocks 4" Min. steel plate - — - -
D Contract Number:
2 2 157 Min. ‘...——.1
2L oL 15,7 i, I;‘k“‘ t\ < T@ . zs . GENERAL. NO7_'ES .
47 3 oL " Max. R T2 TZITR [ R ~= Continuous Seal Neoprene Expansion Joint shall consist of molded
2 in. £ o - o e 1 anchor blocks of elastomer and steel, field assembled over continuous
] Lt VD } W Max., typ. .
Ty I TTrrra lengths of elastomeric membrane.
y } | &7 Min. fabric reinforced elastomeric membrane The elastomeric membrane shail be premolded with a single or a
| Y ; or 47 Min. non-reinforced elastomeric membrane. double upward convolution that will have a “memory” to return to-its
~ " Anchor Bolts (%" ¢ x 6" Min.) I - molded position upon joint closure.
Sealan Cast in place " YD Roadway surface The convolution length shall be such that the extended length will
Front face of X not be greater than the manufactured length when the joint is fully
INSTALLA T{ ON ‘NGTE S / parapet or sidewdlk N “ g expanded in ifs design range and will not protrude above the anchor
Install /i » y of 5 = N = << & blocks when the joint is fully compressed.
@ e o ous sedl Il roadway, paraper. curt. X Joint openings shall be adjusted according fo Article 503.10(c)
ana. sigewaik. R L/‘I typ. of the Standard Specifications when the deck is poured at an ambient
- Install anchor blocks as indicated ) Y temperature other than 50° F.
® nstallanohor blocks as Indicared. 1, The parapet and roadway membrane shall be made continuous by
dote A y= X—(F‘éC) Ej_il Eﬁ an approved vulcanizing process. Lapping will not be permitted.
- Anchor bolts shall be placed to match .
existing holes in neoprene joint. For dimension "F" 147 25" c 2b" 14
see sheel # Min. Min. Min. Min.
SKEW LIMITATIONS X X
The details of the anchor blocks and the elastomeric FORMING BLOCKOUT
membrane in the parapet, as shown, are for up to 50° skews. SKETCH CROSS SECTION
For skews greater than 50°, the anchor blocks and the ———

elastomeric membrane, installed according to dimension "D",
might require modifications to insure a minimum clearance
of 1% from centerline of anchor studs To edge of parapet
opening. The anchor blocks and the elastomeric membrane
shall also be installed to the top of the parapet with the
anchor studs spaced at *127 cfs.

Countersunk hole for ‘top nut

| —  N— |
Top Nut |=T_€ Temporary = Top Nut
ot | = Wood Blockout =7 | o
oftom = = Bottom
Clamping Nut = ! Formed I = Clamping Nut
Joint
Opening
L1 1

Note:

Stud needs to be
threaded lower to
allow for use of

Anchor studs should be stainless clamping nuf.

RECOMMENDED BLOCKOUT DETAIL
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